
INDIA HABITAT CENTRE 12-12-2025

S.No. Clause Reference Tender condition Corrected As

1.0
Page 6 of 38

1.1 Eligibility

a)	Three similar works each costing not less than 40% 

of the estimated cost in India.

                                     Or

b)	Two works each costing not less than 60% of the 

estimated cost in India.

                                     Or

c)	One work costing not less than 80% of the estimated 

cost in India.

a)	Three similar works each costing not less than 40 

Lakhs of the estimated cost in India.

                                         Or

b)	Two works each costing not less than 60 Lakhs of the 

estimated cost in India.

                                         Or

c)	One work costing not less than 80 Lakhs of the 

estimated cost in India.

2.0
Page 11 of 38

10 i (iii) PBG

iii.	The successful bidder will be required to execute a 

contract agreement within a period of 07 days from the 

date of issue of Letter of Offer. He shall also submit PBG 

of 5% within 15 days of submission of release of Letter 

of Offer. EMD of 1,50,000 submitted by the bidder shall 

be adjusted in total amount of 5% as Performance Bank 

Guarantee to be submitted by the successful bidder at 

the time of agreement. 

iii.	The successful bidder will be required to execute a 

contract agreement within a period of 07 days from the 

date of issue of Letter of Offer. He shall also submit PBG 

of 5% within 15 days of submission of release of Letter 

of Offer. EMD of 1,50,000 submitted by the bidder shall 

be adjusted in total amount of 5% of tendered value of 

work as Performance Bank Guarantee to be submitted 

by the successful bidder at the time of agreement. 

3.0

Page 37 of 38

Annexure ix

List of Approved 

makes

Following items makes are added

3.1 10 (e) Gypsum Board False Ceiling

Saint-Gobain (Gyproc)

Knauf India Pvt. Ltd.

Gypcore India Pvt. Ltd

CORRIGENDUM to Tender documents and BOQ

Core 5B Toilets & TERI 5th floor (Ladies and Gents Toilets)

India Habitat Centre (IHC), New Delhi

Date : 12-12-2025
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INDIA HABITAT CENTRE 12-12-2025

S.No. Clause Reference Tender condition Corrected As
3.2 10 (f) SS Corner Guard Halinox, Dural India, Grip Metal Craft

3.3 9 (p) CPVC Pipes Astral, Prince, Supreme

3.4 9 (q) Hubless CI Pipes

Jayaswal Neco Industries Ltd. (JNIL)

BIC India (Bengal Iron Corporation)

Binay Udyog Pvt. Ltd.  (HEPCO)

3.5 9 (r) G.I. Pipes (B Class)

Jindal Industries Pvt. Limited, Hisar

Tata Pipes

Surya Roshni

APL Apollo

3.6 9 (s) Quartz Stone

Asian Granito India Ltd.

KalingaStone (Classic Marble Company)

Techstone Quartz

3.7 11 (a) WIRES RR/POLYCAB/LAPP

3.8 11 (a) MCB/RCCB/DBs SCHNEIDER/LEGRAND/ABB/HAGER

3.9 11 (a) LIGHTING FIXTURES TLH 98101 53315, /WIPRO/PHILIPS/HAVELLS

3.10 11 (a) MODULAR SWITCHES (WHITE) SCHNEIDER/LEGRAND - MYRIUS/HONEY WELL

3.11 11 (a) CONDUIT PIPE BEC/AKG/PANASONIC

4.0
BOQ Page 6 of 15

Item C 20a.

Providing and fixing Hardwood frames of doors (Duco 

Painted) including anti termite treatment paint fixed in 

position with hold fast lugs or with dash fasteners of 

required dia & length. 

Providing and fixing CP Teak Hardwood frames of doors 

(Duco Painted) including anti termite treatment paint 

fixed in position with hold fast lugs or with dash 

fasteners of required dia & length. Section shall be 

125mm x 50mm finished size

5.0
BOQ Page 6 of 15

Item C 20b.

Providing and fixing 40 mm thick Flush Doors with 1mm 

thick Laminate on both sides and hard wood lipping 

(Enamel Paint) on all edges. Item includes all necessary 

SS hardware such as; Hinges, Cylindrical Lock, Door 

Stopper, buffers, dead lock, etc. All complete as per 

drawings and instructions of the architect.

Providing and fixing 40 mm thick Flush Doors with 1mm 

thick Laminate on both sides and 8mm thick hard wood 

(CP Teak) lipping (DUCO Painted) on all edges. Item 

includes all necessary SS hardware such as; Hinges, 

Cylindrical Lock, Door Stopper, buffers, dead lock, etc. 

All complete as per drawings and instructions of the 

architect.
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INDIA HABITAT CENTRE 12-12-2025

S.No. Clause Reference Tender condition Corrected As

6.0
BOQ Page 7 of 15

Item C 22.

Providing & fixing Merino - BACHHUS Toilet Cubicles as 

per drawings with Luxury look (of following standard 

dimension which includes 610 mm door size width) self-

supporting 12 MM  thick HPL/compact Board made out 

of, urea free, thermosetting phenolic resins treated 

High quality kraft papers and melamine resin treated 

decor papers conforming to most recent and applicable 

quality standards of IS: 2046-1995, EN 438:2016 and 

NEMA LD3-2005 with, Antibacterial ,Antifungal ,High 

Moisture Resistance, High Impact and Stain Resistance 

properties (conforming to ISO :22196-2011,ASTM G21-

2015 and ISO 4586 standards respectively). 

" This also includes providing and fixing in position 

necessary hardware made out of  Zinc Alloy Nickel 

Chrome Coated , Aluminium  6063 -T6  as per 

manufacturer’s specifications.  The following hardware 

shall be provided for the cubicles, shop drawings shall 

be prepared by the vendor and submitted for architect's 

approval prior to fabrication.

Providing & fixing Merino - BACHHUS Toilet Cubicles / 

Greenlam Sturdo as per drawings (of following standard 

dimension which includes 610 mm door size width) self-

supporting 12 MM  thick HPL/compact Board made out 

of, urea free, thermosetting phenolic resins treated 

High quality kraft papers and melamine resin treated 

decor papers conforming to most recent and applicable 

quality standards of IS: 2046-1995, EN 438:2016 and 

NEMA LD3-2005 with, Antibacterial, Antifungal, High 

Moisture Resistance, High Impact and Stain Resistance 

properties (conforming to ISO :22196-2011, ASTM G21-

2015 and ISO 4586 standards respectively). 

"This also includes providing and fixing in position 

necessary hardware as per manufacturer’s 

specifications.  The following hardware shall be 

provided for the cubicles, shop drawings shall be 

prepared by the vendor and submitted for architect's 

approval prior to fabrication.
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INDIA HABITAT CENTRE 12-12-2025

S.No. Clause Reference Tender condition Corrected As

(1) Gravity Hinges  (75MMx20MMx83MM) - Zinc Alloy 

Nickel Chrome Coated

(2) Latch Lock with Occupancy indicators 

(145MMx30MMx25MM)Zinc Alloy Nickel Chrome 

Coated

(3) Height Adjustable Leg ( 55MMx45MMx220MM) Zinc 

Alloy Nickel

(3) Coat hook  (60MMx60MMx50MM) - Zinc Alloy 

Nickel Chrome Coated

(4) AL U - profiles with Cover  (28MMx28MM) - Powder 

coat

(5)  AL F - Profile ( 35MMx18MMx0.8MM THK)  Powder 

coat

(6) Rubber Noise Defining Tape (10MMx1MM THK) 

(7) The top supporting beam should be with cover 

(40.5MMx40.5MMx2MM THK) Heavy duty aluminium 

(6063-T5) powder coated top (50-70 Micron) rail which 

will get fixed with Mid & End pilasters.

All screws also will of 304/316 Grade in stainless steel. 

With ground clearance height up to 150mm.

All the SS hardware/accessories must conform to Salt 

Spray test of minimum 50 Hours as approved by NABL 

accredited third party labs."

(1) Gravity Hinges - SS 304

(2) Latch Lock with Occupancy indicators - SS 304

(3) Height Adjustable Leg - SS 304

(3) Coat hook - SS 304

(4) AL U - profiles with Cover (Powder coated)

(5)  AL F - Profile (Powder coated)

(6) Rubber Noise Defining Tape

(7) The top supporting beam should be with cover 

Heavy duty aluminium powder coated top rail which will 

get fixed with Mid & End pilasters.

All screws also will of 304 Grade in stainless steel. With 

ground clearance height up to 150mm.

All the SS hardware / accessories must conform to Salt 

Spray test of minimum 50 Hours as approved by NABL 

accredited third party labs."
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S.No. Clause Reference Tender condition Corrected As

7.0
BOQ Page 7 of 15

Item C 23

Providing and fixing Baffle ceiling made 25mmX100mm, 

1.5 mm Thk Powder coated Aluminium section panels 

@ 100mm centre to centre and approx. 150mm hung 

from ceiling with a GI frame. Items include all 

suspension frame work made out of G.I. channels, 

threaded suspension rods, fasteners, etc. All complete 

as per drawings and direction of the architect. 

Providing and fixing Baffle ceiling made 25mmX100mm, 

1.0 mm Thk Powder coated (woodedn Texture) 

Extruded Aluminium section panels @ 100mm centre to 

centre and approx. 150mm hung from ceiling with 

suspension Extruded Aluminium section frame. Item 

include all necessary hardware such as GI threaded 

suspension rods, fasteners, etc. All complete as per 

drawings and direction of the architect. 

8.0
BOQ Page 8 of 15

Item C 26

Providing & fixing shelves 1500 mm in length by 300

mm width, fascia 300 mm fabricated out of MS framing

and 18 mm thick BWP Ply. Shelf shall be clad with 12

MM thick Acrylic Solid Surfaces made with the

composition of Methyl Methacrylate and Poly Methyl

Methacrylate resin filled with Alumina Trihydrate and

other Cross Linking Agents specialized formula. Solid

acrylic shall comply with Certifications; SCM-MC-01974 ,

SCM-MC-01975, SGS Certifications, NSF , NSF 51 , ISO

9001, ISO 4001, Antibacterial Certification Antibacterial

certification by FITI, Fire Rating UKAS Accreditation To

ISO 17065 Certification, EN13501-1 Classification

Report, IMO Classification.

Providing & fixing shelves 1500 mm in length by 300

mm width, fascia 300 mm fabricated out of MS framing

and 18 mm thick BWP Ply. Shelf shall be clad with 15–20

mm thick engineered quartz stone including cutting,

shaping, edge polishing, necessary openings, fixing over

BWP ply on MS frames for adequate support

framework, joint sealing with matching epoxy, complete

as per approved shade and specifications. Basic Rate of

Quartz stone Rs. 550/ sq.ft.
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S.No. Clause Reference Tender condition Corrected As

9.0
BOQ Page 9 of 15

Item C 28

Providing and Installation of Under counter storage and

overhead storages of below sizes made with HDHMR

Carcas, Laminated Shutters and Insides. Counter Top

with 18mm thk. Quartz Stone all complete with

necessary hardware and accessories, as per drawings

and approval of engineer-in-charge

Providing and Installation of Under counter storage and

overhead storages of below sizes made with HDHMR

Carcas, Laminated Shutters and Insides. Counter Top

with 15 -20 mm thk. Quartz Stone all complete with

necessary hardware and accessories, as per drawings

and approval of engineer-in-charge. Basic Rate of

Quartz stone Rs. 550/ sq.ft.

10.0
BOQ Page 12 of 15

Item A 13 a

Providing & fixing Ramp Wash Basin 1500 mm in length

by 600 mm width, fascia 300 mm fabricated out of MS

framing and 18 mm thick BWP Ply. Ramp Wash Basin

shall be clad with 12 MM thick Acrylic Solid Surfaces

made with the composition of Methyl Methacrylate and

Poly Methyl Methacrylate resin filled with Alumina

Trihydrate and other Cross Linking Agents specialized

formula. Solid acrylic shall comply with Certifications;

SCM-MC-01974, SCM-MC-01975, SGS Certifications, NSF 

, NSF 51 , ISO 9001, ISO 4001, Antibacterial Certification

Antibacterial certification by FITI, Fire Rating UKAS

Accreditation To ISO 17065 Certification, EN13501-1

Classification Report, IMO Classification. (including Pvc

connection pipe)

Providing & fixing Ramp Wash Basin 1500 mm in length

by 600 mm width, fascia 300 mm fabricated out of MS

framing and 18 mm thick BWP Ply. Ramp Wash Basin

shall be clad with 15–20 mm thick engineered quartz

stone counter/shelf for toilet wash basin, including

cutting, shaping, edge polishing, necessary openings,

fixing over MS/adequate support framework, joint

sealing with matching epoxy, complete as per approved

shade and specifications. Basic Rate of Quartz stone Rs.

550/ sq.ft.
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S.No. Clause Reference Tender condition Corrected As

11.0
BOQ Page 12 of 15

Item A 13 b

Providing & fixing Ramp Wash Basin 1350 mm in length

by 600 mm width, fascia 300 mm fabricated out of MS

framing and 18 mm thick BWP Ply. Ramp Wash Basin

shall be clad with 12 MM thick Acrylic Solid Surfaces

made with the composition of Methyl Methacrylate and

Poly Methyl Methacrylate resin filled with Alumina

Trihydrate and other Cross Linking Agents specialized

formula. Solid acrylic shall comply with Certifications;

SCM-MC-01974 , SCM-MC-01975, SGS Certifications,

NSF , NSF 51 , ISO 9001, ISO 4001, Antibacterial

Certification Antibacterial certification by FITI, Fire

Rating UKAS Accreditation To ISO 17065 Certification,

EN13501-1 Classification Report, IMO Classification.

(including Pvc connection pipe)

Providing & fixing Ramp Wash Basin 1500 mm in length

by 600 mm width, fascia 300 mm fabricated out of MS

framing and 18 mm thick BWP Ply. Ramp Wash Basin

shall be clad with 15–20 mm thick engineered quartz

stone counter/shelf for toilet wash basin, including

cutting, shaping, edge polishing, necessary openings,

fixing over MS/adequate support framework, joint

sealing with matching epoxy, complete as per approved

shade and specifications. Basic Rate of Quartz stone Rs.

550/ sq.ft.

12.0
BOQ Page 13 of 15

Item B 18

Providing and fixing C.I. pipes complete with C.I. fittings 

including trenching and refilling etc.

Providing and fixing centrifugally cast (spun) iron

Hubless soil, waste pipes as per IS:15905 including all

fittings with or without access of any degree i.e bends,

socket, junctions, cowls, offsets, access pieces, G.I.

holder bats and clamps, stays, GI nipple, GI TEE, CI

collar, etc and jointing with stainless steel couplings

with EPDM Rubber including cutting holes in walls and

floors, excavation, refilling and disposal of surplus earth

wherever required and making good the same

complete, as directed by the Engineer-in-charge -100

mm dia. The quoted price shall also include MS support

for the cast iron (CI) pipe, along with all necessary tie

rods and fasteners, wherever required.
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13.0 New Items to be added in Plumbing BOQ

Item Description Quantity

13.1 New Item B 18d

Providing and fixing of gate valve , including necessary

nuts, bolts, gaskets, flanges, etc., complete as directed

by the Engineer-in-charge -100 mm dia . Make- Zoloto

4 Nos.

13.2 New Item B 18e Providing & fixing Hubless door bend -100mm dia. 8 Nos.

13.3 New Item B 18f

Providing and fixing of gate valve , including necessary

nuts, bolts, gaskets, flanges, etc., complete as directed

by the Engineer-in-charge -25 mm dia . Make- Zoloto

10 Nos.

13.4 New Item B 20b CPVC Pipe 20 mm for internal water supply in toilets 120 Running Meters
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