
INDIA HABITAT CENTRE 08 December 2025

S.No. Item Description Amount

1 Civil & Interior Work ‐                                

2 Plumbing, Electrical & Toilet Fixture  ‐                              

3 Total                                   ‐   

4 Contingency @5% ‐                                

5 Total With Contingency ‐                          

India Habitat Centre (IHC)

 Lodhi Road, New Delhi 110003

Core 5B Toilets & TERI 5th floor (Ladies and Gents Toilets)
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INDIA HABITAT CENTRE 08 December 2025

S.No Description Unit  Qty   Rate   Amount 

A DISMANTLING WORK

1.0 Dismantling of existing wall tiles with base plaster

Dismantling of existing wall tiles with base plaster laid in cement 

mortar including stacking of serviceable materials to any distance at 

scrap yard with in compound  and disposal of unserviceable 

material to out side of building to the  municipal dumping ground as 

per direction of Engineer‐in‐charge.

For thickness of tiles 10 mm to 25 mm  Sqm 469.2      ‐                     

2.0 Dismantling of existing Mosaic Flooring

Dismantling of existing Mosaic Flooring laid in base cement mortar 

including stacking of serviceable materials to any distance at scrap 

yard with in compound  and disposal of unserviceable material to 

out side of building to the municipal dumping ground as per 

direction  of Engineer‐in‐charge.

Sqm 19.2         ‐                     

3.0 Dismantling of existing Jaisalmer Flooring

Dismantling of existing Jaisalmer Flooring laid in base cement 

mortar including stacking of serviceable materials to any distance at 

scrap yard with in compound  and disposal of unserviceable 

material to out side of building to the municipal dumping ground as 

per direction  of Engineer‐in‐charge.

Sqm 66.4         ‐                     

4.0 Dismantling of existing Flooring

Dismantling Vitrified Full Body floor tiles with laid base cement

mortar including stacking of serviceable materials to any distance at

scrap yard with in compound and disposal of unserviceable

material to out side of building to the municipal dumping ground as

per direction  of Engineer‐in‐charge.

Sqm 31.0         ‐                     

5.0 Dismantling of existing Doors 

Dismantling doors (steel or wood) shutter including chowkhats, 

architrave, holdfasts etc. and complete stacking of serviceable 

materials to any distance at scrap yard with in compound as per 

direction of Engineer‐in‐charge.   

Of area 3 sq. metres and below  each 46.0         ‐                     

6.0 Dismantling of existing False Ceiling 

Dismantling P.O.P false ceiling with G.I. Frame Work including 

stacking of serviceable materials to any distance at scrap yard with 

in compound and disposal of unserviceable material to out side of 

building to the municipal dumping ground as per direction  of 

Engineer‐in‐charge.

Sqm 118.0      ‐                     

India Habitat Centre (IHC), New Delhi

Core 5B Toilets & TERI 5th floor (Ladies and Gents Toilets)
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S.No Description Unit  Qty   Rate   Amount 

India Habitat Centre (IHC), New Delhi

Core 5B Toilets & TERI 5th floor (Ladies and Gents Toilets)

7.0 Demolishing of Brick Walls 

Demolishing brick work including wall tile work manually/ by 

mechanical means including stacking of serviceable materials to any 

distance at scrap yard with in compound  and disposal of 

unserviceable material to out side of building to the municipal 

dumping ground as per direction of Engineer‐in‐charge.

230mm Thk. Brick Work Sqm 247.7      ‐                     

8.0
Dismantling and removal of all plumbing and sanitary fittings and 

fixtures ‐ concealed/exposed pipes 

Dismantling and removal of all plumbing and sanitary fittings and 

fixtures ‐ concealed/exposed pipes of all dia and length from  walls 

and under floor including fittings and fixtures  etc. inside the toilet, 

including stacking of serviceable materials to any distance at scrap 

yard with in compound and disposal of unserviceable material to 

out side of building to the municipal dumping ground as per 

direction of Engineer‐in‐charge.                                        

LS 13.0         ‐                     

9.0 Dismantling/ Breaking of RCC Wash Basin Slab, Counter Fascia

Dismantling/ Breaking  of RCC Wash Basin Slab, counter fascia over 

wash basin RCC counter slab manually and without disturbing the 

other gadgets  etc. including disposal of malba out side the premises 

to the nearest dumping ground of MCD/NDMC as per the direction 

of Engineer‐in‐charge.

SqFT 84.0         ‐                     

10.0 Dismantling of PCC 

Dismantling of PCC of all depths from 50mm to 150mm including 

disposal of dismantled materials including disposal of malba out 

side the premises to the nearest dumping ground of MCD/NDMC as 

per the direction of Engineer‐in‐charge.

Sqm 116.6      ‐                     

11.0
Dismantling of all Lights & Electrical Points, Electrical Wires 

including conduit pipes

Dismantling of all sizes including stacking of all electrical items and 

stacking of serviceable materials to any distance at scrap yard with 

in compound  and disposal of unserviceable material to out side of 

building to the municipal dumping ground as per direction of 

Engineer‐in‐charge.   

LS 13.0         ‐                     

12.0 Dismantling of ALL PLUMBING G.I, L.A. & C.I. PIPES

Dismantling of all dia. and length inside the shaft including  stacking 

of serviceable materials to any distance at scrap yard with in 

compound and disposal of unserviceable material to out side of 

building to the municipal dumping ground as per direction of 

Engineer‐in‐charge.   

RM 875.0      ‐                     
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S.No Description Unit  Qty   Rate   Amount 

India Habitat Centre (IHC), New Delhi

Core 5B Toilets & TERI 5th floor (Ladies and Gents Toilets)

13.0 Dismantling/ Breaking  of looking mirror with side moulding 

Dismantling/ Breaking  of looking mirror with side moulding over 

wash basin counter slab by  manually carefully without disturbing 

the other gadgets etc. including disposal of malba out side the 

premise to the nearest dumping ground of MCD/NDMC as per the 

direction of Engineer‐in‐charge

Sq.M 20.7         ‐                     

B CIVIL WORK

14.0 PCC

Cement concrete base under flooring 1:2:4 (1 cement : 2 coarse 

sand : 4 graded stone aggregate) and mix with waterproofing 

compound ( fosroc/sikka/dr fixit ) ,  as  finished with appropriate  

level  and slope, including cement slurry etc. complete

 30 TO 50 mm  thick with 20 mm nominal size stone aggregate Sq.M 116.6      ‐                     

15.0 Core Cutting

Making openings in concrete work by core cutting using mechanical 

cutting tools in different sizes of concrete thickness upto 225 mm 

thick.

a. 100 Dia  Nos 6.0           ‐                     

b. 150 Dia Nos 6.0           ‐                     

16.0 Water proofing 

1.0

Providing and laying water proofing treatment in sunken portion of 

WCs, bathroom etc., by applying cement slurry mixed with water 

proofing cement compound consisting of applying :

a.

Cleaning the surface to make it dust free and sludge free , removing 

any extended portions by grinding and if required using suitable 

equipment's 

b.

Ist course of applying cement slurry @ 4.4 kg/sqm mixed with water 

proofing compound conforming to IS 2645 in recommended 

proportions including rounding off junction of vertical and 

horizontal surface.

c.

IInd course of 20 mm cement plaster 1:3 (1 cement : 3 coarse sand) 

mixed with water proofing compound in recommended proportion 

including rounding off junction of vertical and horizontal surface.

d.
IIIrd course of applying blown or residual bitumen applied hot at 1.7 

kg. per sqm of area.

e.

IVth course of 400 micron thick PVC sheet. (Overlaps at joints of PVC 

sheet should be 100 mm wide and pasted to each other with 

bitumen @ 1.7 kg/sqm).

Sqm 140.0      ‐                     

waterproofing compound brand‐ Fosroc/ Dr Fixit/Sikka

2.0

Providing & Filling all sunken/ raised areas in the kitchen etc. with 

foam concrete with density not increasing 400 kg/cum etc., 

complete at all levels as per detail.

Cum 25.0         ‐                     
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17.0 Vitrified Tile Flooring  

17.0

Providing and laying Full body unglazed uncoated homogenous 

metal pressed tile with smooth surface finish vitrified floor tiles with 

water absorption less than 0.08% and conforming to IS: 15622, of 

approved make 600x1200 mm of specified thickness tile work in 

flooring using 4mm spacer over 8‐12mm thick tile adhesive mortar, 

in specified  colours and shades, laid with 4mm spacer on cement 

mortar 1:4 (1 cement : 4 coarse sand) in adequate thickness to 

match the total thickness of 50mm, jointing with grey cement slurry 

@ 3.3kg/sqm including grouting the joints with epoxy grout filler of 

approved shade (Kerakoll). Item, includes protection, etc. , till hand 

over.

(Basic price of tile ‐ Rs 1150 per Sq.M.)

a.  Pebble, Iconic of Restile (600x1200) mm Sqm 109.7      ‐                     

18.0 Vitrified Wall Tile 

Providing and laying Full body unglazed uncoated homogenous 

metal pressed tile with smooth surface finish vitrified wall tiles with 

water absorption less than 0.08% and conforming to IS: 15622, of 

approved make 600x1200 mm of specified thickness tile work in 

flooring using 4mm spacer over 8‐12mm thick tile adhesive mortar, 

in specified  colours and shades, laid with 4mm spacer on cement 

mortar 1:4 (1 cement : 4 coarse sand) in adequate thickness to 

match the total thickness of 50mm, jointing with grey cement slurry 

@ 3.3kg/sqm including grouting the joints with epoxy grout filler of 

approved shade (Kerakoll). Item, includes protection, etc. , till hand 

over.

(Basic price of tile ‐ Rs 1150 per Sq.M.)

a.  Pebble, Mist of Restile (600x1200) mm Sqm 394.5      ‐                     
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India Habitat Centre (IHC), New Delhi

Core 5B Toilets & TERI 5th floor (Ladies and Gents Toilets)

19.0 Accent Wall Tile 

Providing and laying Chevy mix pattern(Restile TTS) Size (67 

x180mm, 43 x180mm) in mosaic patterns Full body unglazed 

uncoated homogenous metal pressed tile with smooth surface 

finish vitrified floor tiles with water

absorption less than 0.08% and conforming to IS: 15622, of 

approved make in different sizes (thickness to be specified by the 

manufacturer) tile work in flooring using 4mm spacer over 8‐12mm 

thick tile adhesive mortar, laid with 4mm spacer on cement mortar 

1:4 (1 cement : 4 coarse sand) in adequate thickness to match the 

total thickness of 50mm, jointing with grey cement slurry @ 

3.3kg/sqm including grouting the joints with white cement and 

matching pigments, protection, etc., complete.

Sqm 64.4         ‐                     

C INTERIOR WORK

20.0 Wooden Flush Doors and Chowkhats 

a.

Providing and fixing Hardwood frames of doors (Duco Painted) 

including anti termite treatment paint fixed in position with hold 

fast lugs or with dash fasteners of required dia & length. 

RM 98.8         ‐                     

b.

Providing and fixing 40 mm thick Flush Doors with 1mm thick 

Laminate on both sides and hard wood lipping (Enamel Paint) on all 

edges. Item includes all necessary SS hardware such as; Hinges, 

Cylindrical Lock, Door Stopper, buffers, dead lock, etc. All complete 

as per drawings and instructions of the architect.

Sqm 58.0         ‐                     

21.0  Janitor Closets

The work includes the supply and installation of Janitor Closet & 

Door constructed using E1‐grade LPL boards. The structure will be 

made from 18mm thick Prelaminated Particle Board (PB) with a 

suede finish in Merino 6‐feet wood grain colour. The back panel will 

be made of 9mm thick Prelaminated PB. The grain direction of all 

boards will run parallel to the width to ensure a uniform aesthetic 

appearance.

Sqm 6.0           ‐                     

The furniture will be fitted with EBCO‐BZK1‐BL handle knobs and 

normal hinges of Hettich make, with no provision for locks. All 

panels will be assembled using screws, L‐brackets, wooden dowels, 

and Minifix screws to ensure robust and durable construction.

All exposed edges will be finished with PVC edge banding, with 

1.7mm thickness applied to shutters and drawer facials, and 0.8mm 

thickness applied to all other panels on impact sides only. The 

completed furniture will be securely packaged with 2‐ply corrugated 

sheet wrapping and additional corner protection for safe 

transportation and delivery.
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22.0 Toilet cubicle

Providing & fixing Merino ‐ BACHHUS Toilet Cubicles as per 

drawings with Luxury look (of following standard dimension which 

includes 610 mm door size width) self‐supporting 12 MM  thick 

HPL/compact Board made out of, urea free, thermosetting phenolic 

resins treated High quality kraft papers and melamine resin treated 

decor papers conforming to most recent and applicable quality 

standards of IS: 2046‐1995, EN 438:2016 and NEMA LD3‐2005 with, 

Antibacterial ,Antifungal ,High Moisture Resistance, High Impact and 

Stain Resistance properties (conforming to ISO :22196‐2011,ASTM 

G21‐2015 and ISO 4586 standards respectively). 

" This also includes providing and fixing in position necessary 

hardware made out of  Zinc Alloy Nickel Chrome Coated , 

Aluminium  6063 ‐T6  as per manufacturer’s specifications.  The 

following hardware shall be provided for the cubicles, shop 

drawings shall be prepared by the vendor and submitted for 

architect's approval prior to fabrication

Nos. 20.0         ‐                     

(1) Gravity Hinges  (75MMx20MMx83MM) ‐ Zinc Alloy Nickel 

Chrome Coated

(2) Latch Lock with Occupancy indicators 

(145MMx30MMx25MM)Zinc Alloy Nickel Chrome Coated

(3) Height Adjustable Leg ( 55MMx45MMx220MM) Zinc Alloy Nickel

(3) Coat hook  (60MMx60MMx50MM) ‐ Zinc Alloy Nickel Chrome 

Coated

(4) AL U ‐ profiles with Cover  (28MMx28MM) ‐ Powder coat

(5)  AL F ‐ Profile ( 35MMx18MMx0.8MM THK)  Powder coat

(6) Rubber Noise Defining Tape (10MMx1MM THK) 

(7) The top supporting beam should be with cover 

(40.5MMx40.5MMx2MM THK) Heavy duty aluminium (6063‐T5) 

powder coated top (50‐70 Micron) rail which will get fixed with Mid 

& End pilasters.

All screws also will of 304/316 Grade in stainless steel. With ground 

clearance height up to 150mm.

All the SS hardware/accessories must conform to Salt Spray test of 

minimum 50 Hours as approved by NABL accredited third party 

labs."

23.0 Baffle Ceiling 

Providing and fixing Baffle ceiling made 25mmX100mm, 1.5 mm Thk 

Powder coated Aluminium section panels @ 100mm centre to 

centre and approx. 150mm hung from ceiling with a GI frame. Items 

include all suspension frame work made out of G.I. channels, 

threaded suspension rods, fasteners, etc. All complete as per 

drawings and direction of the architect. 

Sqm 97.9         ‐                     

ABRD ARCHITECTS Page no. 7



INDIA HABITAT CENTRE 08 December 2025

S.No Description Unit  Qty   Rate   Amount 

India Habitat Centre (IHC), New Delhi

Core 5B Toilets & TERI 5th floor (Ladies and Gents Toilets)

24.0 Gyp Board False Ceiling

Providing and fixing Gypsum Board Suspended Ceiling Systems with

one layer of 12 mm thick Gypboard, Metal Suspension grid, all as

per design including giving a smooth seamless finish for light

fittings, grilles/ diffusers, and cutouts for other services outlets,

access panels etc. and provision of plaster stop, angle, beads, cavity

barriers as required , at all floors and heights, as per specifications,

drawings and as directed complete.

Sqm 10            ‐                     

25.0 Acrylic emulsion paint ‐ Ceiling

Ceiling to be painted with Acrylic Emulsion Paint (Water based):

Providing and applying 3 coats of acrylic emulsion paint of best 

approved make and shade to concrete surface (slab bottom beam 

soffit, etc.), with roller finish including preparing surfaces with 

grinding the RCC surface , putty, primer, scaffolding, etc., as per 

manufacturer's specifications and E‐in‐C instructions. (Approved 

make Asian, Nerolac, Berger, ICI Dulux)

Sqm 110.6      ‐                     

26.0 Shelves 

Providing & fixing shelves 1500 mm in length by 300 mm width,

fascia 300 mm fabricated out of MS framing and 18 mm thick BWP

Ply. Shelf shall be clad with 12 MM thick Acrylic Solid Surfaces

made with the composition of Methyl Methacrylate and Poly

Methyl Methacrylate resin filled with Alumina Trihydrate and other

Cross Linking Agents specialized formula. Solid acrylic shall comply

with Certifications; SCM‐MC‐01974 , SCM‐MC‐01975, SGS

Certifications, NSF , NSF 51 , ISO 9001, ISO 4001, Antibacterial

Certification Antibacterial certification by FITI, Fire Rating UKAS

Accreditation To ISO 17065 Certification, EN13501‐1 Classification

Report, IMO Classification.

No.s 7.0           ‐                     

27.0 Corner Guard for Wall Edges

STAINLESS STEEL TILE CORNER BEADING / EDGE TRIM

GRIP PROFILES TILE EDGE PROFILES GMC‐SSP‐QREP‐001 ‐ 10MM IN 

BLACK POWDER COATED FINISH. TO BE INSTALLED IN ACCORDANCE 

WITH THE GRIP METAL CRAFT'S INSTRUCTIONS

2.5MTR LENGTH

10MM NOSE WIDTH & HEIGHT

BLACK POWDER COATED

STAINLESS STEEL 304 GRADE

RM 144.0      ‐                     
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28.0 PANTRY COUNTER & SHELF

Providing and Installation of Under counter storage and overhead

storages of below sizes made with HDHMR Carcas, Laminated

Shutters and Insides. Counter Top with 18mm thk. Quartz Stone all

complete with necessary hardware and accessories, as per drawings

and approval of engineer‐in‐charge

a 3.0m x 0.4m x 1.2m(ht.)(Overhead)  Nos               1                          ‐   

b 3.0m x 0.6m x 1.2m(ht.)(Below Counter)  Nos               1                          ‐   

29.0 Granite stone slab

Providing and laying Granite stone slab of 18 mm thickness,

machine cut, for kitchen platforms, vanity counters, window sills,

facias and similar locations, over 20 mm thick base cement mortar

1:4, including pointing with white cement mortar (1:2) using marble

dust with pigment to match the shade of granite, rubbing, curing

and polishing to the required finish.

Sqm 2.5                                   ‐   

30.0    Trap Door

Providing and fixing wooden trap door (access hatch) made of 

25–32 mm thick flush panel / solid wood shutter including MS 

hinges, stopper, handle, locking arrangement, finishing, complete as 

per direction of Engineer‐in‐Charge.

Trap door  ‐ 600x600mm or (As per Site)

Nos 13.00      ‐                     

31.0    AC Grill

Providing, fabricating and fixing powder‐coated aluminium air‐

conditioning grill, 100 mm wide, made of extruded aluminium

sections with fixed horizontal bars, including end frames, corner

joints, fixing screws, supports, sealing, and alignment in the false

ceiling, complete as per drawings and direction of Engineer‐in‐

Charge.

RM 40.00      ‐                     

Total of Civil & Interior work ‐                     
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S.No Description Unit  Qty   Rate   Amount 

 A  TOILET FIXTURE

1.0      Floor Trap and Floor Drain

Providing and fixing square mouth S.W. gully trap grade 'A' complete

with C.I. Grating brick masonry chamber with bricks of class

designation 75 and water tight C.I. Cover with frame of 300x300 mm

size (inside) the weight of cover to be not less than 4.50 kg and

frame to be not less than 2.70 kg as per standard design with

common burnt clay F.P.S.(non module) brick of class designation 7.5

a. Floor Trap 125 x 110mm size P‐type No. 7.0           ‐                         

b. Floor Drain 75x75 mm  No. 45.0         ‐                         

2.0      Mirror of superior glass

Providing and fixing 6mm thk. mirror of superior glass(of approved 

quality) complete with 12 mm thick marine plywood backing, 

25x12x2mm Extruded Aluminium Edging Powder Coated fixed to 

wall with 2" Glass Stud Spaces with C.P. brass screws and washers 

complete.

Sqm 9.5           ‐                         

3.0      Faucet for Wash Basin

Providing, Fixing, Testing & Commissioning of Jaquar Pillar cock with 

auto closing system chrome finish 110X120MM CODE‐PRS‐CHR‐031 No. 19.0         ‐                         

4.0      Waste Coupling

Providing, Fixing, Testing & Commissioning of Jaquar waste coupling 

chrome finish 32mm half thread with 80mm height Code‐ALD‐CHR‐

709

No. 19.0         ‐                         

5.0      Bottle Trap 

Providing, Fixing, Testing & Commissioning of Jaquar BOTTLE TRAP 

(WITH INTERNAL PARTITION) 32MM SIZE WITH 250MM & 190MM 

LONG WALL CONNECTION PIPES & WALL FLANGE chrome finish.
No. 19.0         ‐                         

6.0      Angular Valve

Providing, Fixing, Testing & Commissioning of Jaquar ANGULAR STOP 

COCK WITH TRIANGULAR HANDLE AND WALL FLANGE chrome finish 

Code‐AQT‐ CHR‐3057P

No. 52.0         ‐                         

7.0      Soap Dispenser

Providing, Fixing, Testing & Commissioning of Jaquar SOAP 

DISPENSER ‐ AUTOMATIC CAPACITY: 0.8L MATERIAL: 

ALUMINIUM/AB S FINISH: CHROME/ BLACK Code‐SDR‐BLC‐

DJ0160ASN

No. 14.0         ‐                         

India Habitat Centre (IHC), New Delhi

Core 5B Toilets & TERI 5th floor (Ladies and Gents Toilets)
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S.No Description Unit  Qty   Rate   Amount 

India Habitat Centre (IHC), New Delhi

Core 5B Toilets & TERI 5th floor (Ladies and Gents Toilets)

8.0      Wall Hung Wc

8.1     

Providing, Fixing, Testing & Commissioning of Jaquar Ceramic 

RIMLESS BLIND INSTALLATION WALL HUNG WC WITH UF SOFT CLOSE 

SLIM SEAT COVER HINGES ACCESSORIES SET SIZE : 360X500X330 MM 

Colour White Code‐KUS‐WHT‐35953BIUF SM

No. 18.0         ‐                         

8.1.1

Providing and fixing heavy‐duty chrome plated brass flush valve (32 

mm / 40 mm) for WC, exposed type, complete with control valve, 

wall flange, operating handle, inlet connection, rubber gaskets, PTFE 

tape, fixing screws, testing for proper operation and making good the 

wall surface, all complete as per direction of Engineer‐in‐Charge.

No. 18.0         ‐                         

8.2     

Providing, Fixing, Testing & Commissioning of Jaquar Ceramic 

RIMLESS FLOOR MOUNTED WC WITH UF SOFT CLOSE SLIM SEAT 

COVER, HINGES & ACCESSORIES, complete with matching Jaquar 

dual‐flush CISTERN (flush volume 3/6 L), including inlet/outlet 

connection set, fixing screws, gaskets, sealant, connection to soil 

pipe (S‐trap/P‐trap type), installation on proper bedding, testing for 

leak‐free operation, and making good all disturbed surfaces. WC Size: 

360x690x750 mm (approx.) Colour: White. Model Code – VGS‐WHT‐

81853P180UF

No. 1.0           ‐                         

9.0      Health Faucet

Providing, Fixing, Testing & Commissioning of Jaquar HAND SHOWER 

(HEALTH FAUCET) WITH 8MM DIA 1 METER LONG FLEXIBLE TUBE 

AND WALL HOOK Chrome finish code‐ALD‐CHR‐573
No. 19.0         ‐                         

10.0    Toilet Roll Holder

Providing, Fixing, Testing & Commissioning of Jaquar Toile troll 

Holder with Flap chrome finish Code‐ CPA‐CHR‐1153
No. 19.0         ‐                         

11.0    Urinal 

Providing, Fixing, Testing & Commissioning of Jaquar URINAL (BACK 

INLET) WITH FIXING ACCESSORIES SIZE: 385X325X635 MM Ceramic 

white colour Code‐URS‐ WHT‐13253N
No. 12.0         ‐                         

12.0    Flush Valve

Providing and fixing manual urinal flush valve (exposed type) of 

approved make, having heavy‐duty brass body with chrome plated 

finish, suitable for urinal bowl, including inlet connection, wall 

flange, operating push knob/lever, rubber gaskets, fixing accessories, 

testing for proper flow, and making good all disturbed surfaces, 

complete as per direction of Engineer‐in‐Charge.

No. 12.0         ‐                         
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S.No Description Unit  Qty   Rate   Amount 

India Habitat Centre (IHC), New Delhi

Core 5B Toilets & TERI 5th floor (Ladies and Gents Toilets)

13.0    Ramp type wash basin

a.

Providing & fixing Ramp Wash Basin 1500 mm in length by 600 mm

width, fascia 300 mm fabricated out of MS framing and 18 mm thick

BWP Ply. Ramp Wash Basin shall be clad with 12 MM thick Acrylic

Solid Surfaces made with the composition of Methyl Methacrylate

and Poly Methyl Methacrylate resin filled with Alumina Trihydrate

and other Cross Linking Agents specialized formula. Solid acrylic shall

comply with Certifications; SCM‐MC‐01974, SCM‐MC‐01975, SGS

Certifications, NSF , NSF 51 , ISO 9001, ISO 4001, Antibacterial

Certification Antibacterial certification by FITI, Fire Rating UKAS

Accreditation To ISO 17065 Certification, EN13501‐1 Classification

Report, IMO Classification. (including Pvc connection pipe)

No. 6.0           ‐                         

b.

Providing & fixing Ramp Wash Basin 1350 mm in length by 600 mm

width, fascia 300 mm fabricated out of MS framing and 18 mm thick

BWP Ply. Ramp Wash Basin shall be clad with 12 MM thick Acrylic

Solid Surfaces made with the composition of Methyl Methacrylate

and Poly Methyl Methacrylate resin filled with Alumina Trihydrate

and other Cross Linking Agents specialized formula. Solid acrylic shall

comply with Certifications; SCM‐MC‐01974 , SCM‐MC‐01975, SGS

Certifications, NSF , NSF 51 , ISO 9001, ISO 4001, Antibacterial

Certification Antibacterial certification by FITI, Fire Rating UKAS

Accreditation To ISO 17065 Certification, EN13501‐1 Classification

Report, IMO Classification. (including Pvc connection pipe)

No. 6.0           ‐                         

14.0    Wall Hung wash basin

Providing and fixing wash basin with C.I. brackets, 15 mm dia CP 

Brass single hole basin mixer of approved quality and make, 

including painting of fittings and brackets, cutting and making good 

the walls wherever required:‐ (including Pvc connection pipe)

No. 1.0           ‐                         
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S.No Description Unit  Qty   Rate   Amount 

India Habitat Centre (IHC), New Delhi

Core 5B Toilets & TERI 5th floor (Ladies and Gents Toilets)

15.0    Urinal Partition

Providing & fixing Merino ‐Urinal Partition

The HPL Boards should confirm to EN 438 Clause 12 for effect of 

immersion in boiling water for a period of 2 hour with thickness 

change less than 2 % and Appearance Grade of Rating 5.

          Thickness of Compact Laminate : 12mm

Colour of HPL Boards: Single Standard and Plain Compact 

                           Colour.

         Size of UMP : 450mm (W) X 950mm (H)

Overall Height Of UMP : 1500mm (Including bottom Gap of 

         550mm)

Accessories: Standard ‐ Merino Make Stainless Steel ‐ 304 Grade 

         accessories) ‐ SS

        a) SS PIPE fiƫng ‐18x18mm Brushed finish

         b) Screws & Wall Plugs

SPECIAL NOTE ‐ Warpage Criteria is 3.0 mm/1000mm for MRS panels 

as per EN standard‐ 438.

No. 6.0           ‐                         

B  PLUMBING WORK

16.0    uPVC pipes

Providing, fixing, testing and commissioning of uPVC pipes (I.S:4985‐

2000) pressure rating 6kg/cm2 including all fittings e.g. bends,

junctions, elbows, tees, offsets etc. jointing with screwed joints

including cutting holes in walls, floors excavation, refilling and

disposal of surplus earth wherever required and making good.

a. 40 mm dia Metre 124.7     ‐                        

17.0    G.I. pipes

Providing and fixing G.I. pipes complete with G.I. fittings including 

trenching and refilling etc.

a. 25 mm dia nominal bore Metre 35.0       ‐                        

b. 50 mm dia nominal bore Metre 100.0     ‐                        

c. 65 mm dia nominal bore Metre 35.0       ‐                        

18.0    C.I. pipes

Providing and fixing C.I. pipes complete with C.I. fittings including 

trenching and refilling etc.

a. 50 mm dia nominal bore Metre 53.3       ‐                        

b. 75 mm dia nominal bore Metre 53.3       ‐                        

c. 100 mm dia nominal bore Metre 122.5     ‐                        

19.0    C.I.L.A pipes

Providing and fixing LA pipes complete with C.I. LA fittings, etc.

a. 150 mm dia nominal bore Metre 30.0       ‐                        

20.0    CPVC pipes

25 mm for internal water supply in toilets Metre 210.0       ‐                         

21.0    Taps for Pantry
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India Habitat Centre (IHC), New Delhi

Core 5B Toilets & TERI 5th floor (Ladies and Gents Toilets)

Providing and fixing CP brass pantry tap of approved make, single‐

lever / pillar type (as specified), including all fittings, connectors,

gaskets, sealing and testing for proper operation, complete as per

direction of Engineer‐in‐Charge.

No. 2.0          

‐                         

22.0    kitchen sink

Providing, fixing, testing and commissioning of stainless steel kitchen

sink of approved make, made of 304 grade stainless steel, single

bowl / single bowl with drainboard (as specified), minimum thickness

1.0–1.2 mm, including C.I./SS brackets, waste coupling, bottle trap,

rubber gaskets, approved sealant, PVC waste pipe, cutting and

making openings in counter, fixing in position with screws and

silicone sealant, testing for leak‐free operation, and making good all

disturbed surfaces, complete as per direction of Engineer‐in‐Charge.

No. 2.0          

‐                         

C  Electrical Work

23.0   
Providing, Fixing, Testing & Commissioning of Electrical Fixtures:

a.

1x12w IP 54 Surface Mounted cylindrical fixture to be used with

CREE LED lamps and with Osram LED Driver in black paint finish with

CCT 3500K. Item Code : TLH‐005M‐12w

No.s 101.0       ‐                         

b.

Recessed 7w Downlight deep recessed antiglare (for shelves

lighting), in black paint finish with CCT 3500K. Item Code : Arrow ‐7w
No.s 18.0         ‐                         

c.

Linear Pendant Lamps 1200mm Long in Men's Toilet (1600 lumens)

Above the mirror (Beam angle 120 degrees) with CCT 3500K. Item

Code : LNR‐6720‐1200

No.s 7.0           ‐                         

d.

Linear Pendant Lamps 600mm Long in Women's Toilet( 800 lumens)

Above the mirror (Beam angle 120 degrees) with CCT 3500K. Item

Code : LNR‐6720‐600

No.s 6.0           ‐                         

24.0 POINT WIRING

i.

Supply and wiring of  following  light  point with  3*1.5 Sq.mm Zero 

Halogen FRLS PVC insulated multistranded copper conductor wires in 

surface/recessed in walls heavy duty FRLS PVC conduit, including 

providing & fixing of GI switch box, modular range of plate switches, 

modular cover plate, ceiling rose, circuit wiring with 3*2.5 Sq.mm. 

Zero halogen FRLS PVC insulated multistrand copper conductor wire 

etc. complete as required.

a. Single / first point. No.s 60.0         ‐                         

b. Looping point. No.s 25.0         ‐                         
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India Habitat Centre (IHC), New Delhi

Core 5B Toilets & TERI 5th floor (Ladies and Gents Toilets)

ii.

Supply and wiring of raw power/ups light plug point with 3*2.5 

Sq.mm Zero Halogen FRLS PVC insulated multistranded copper 

conductor wire in surface/recessed heavy duty FRLS PVC conduit 

including providing & fixing of GI switch box, modular 6 Amp 3 pin 

socket with switch, modular cover plate, circuit wiring with 3*2.5 

Sqmm. Zero Halogen FRLS PVC insulated multistrand copper 

conductor wire etc. complete as required.

a. First/Independent point No.s 15.0         ‐                         

b. Loop point No.s 12.0         ‐                         

c. On switchboard No.s 25.0         ‐                         

iii.

Supply  &  wiring  of  general  power  point  with  3*4.0 Sq.mm Zero 

Halogen FRLS PVC insulated multistranded copper conductor cable in 

surface/recessed in walls heavy duty FRLS PVC conduit including 

providing & fixing of GI Switch & outlet box, modular range 16Amp 

switch with 6 pin 16/6Amp  socket, modular cover plate, earthig with 

4.0 Sq.mm  Zero Halogen FRLS PVC insulated mutistranded copper 

conductor wire etc. complete as required. (First point)

No.s 15.0         ‐                         

25.0 DISTRIBUTION BOARDS

Distribution Board (12 Way SPN DB)‐UDB‐1 No.s 8.0           ‐                         

a. INCOMING

1 No. 25 Amp 10 ka dp miniature circuit breaker. No.s 8.0           ‐                         

b. OUTGOING

1 No. 25 amp 100 ma double pole RCCB No.s 8.0           ‐                         

8 Nos. 10/16 Amp 10 ka single pole miniature circuit  breaker. No.s 22.0         ‐                         

Total of Plumbing, Electrical & Toilet Fixture ‐                         
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